From owner-boatanchors@sco.theporch.com Mon May 26 17:05:58 1997 
From: "Walter Fairclough" <wfairclo@netcom.ca> 

Subject: Blown Diodes 

Message-ID: <199705261844 .0AA13598@tor-srs2.netcom.ca> 


Hit me with a wet noodle. I blew the 1N3487 diodes in my Hallicrafters 
PS-150-120 power supply for the HT-44. Looking for a bad ripple problem and 
accidently shorted the B+. 


Can somone please tell me where I can obtain 1N3487 or recommend an 
equivalent. If anyone has 4 of these I would be more than happy to pay for 
them and the shipping. 


Destitute. 


Walter Fairclough 
Manotick, Ontario 
wfairclo@netcom.ca 
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From owner-boatanchors@sco.theporch.com Mon May 26 17:05:58 1997 
From: "A. B. Bonds" <ab@vuse. vanderbilt .edu> 

Subject: Re: Blown Diodes 

Message-ID: <1997May26.152717-0500@spike.vuse. vanderbilt .edu> 


In <199705261844 .0AA13598@tor-srs2.netcom.ca>, Walter Fairclough wrote: 
>Hit me with a wet noodle. I blew the 1N3487 diodes in my Hallicrafters 
>PS-150-120 power supply for the HT-44. Looking for a bad ripple problem and 
>accidently shorted the B+. 

> 

>Can somone please tell me where I can obtain 1N3487 or recommend an 
>equivalent. If anyone has 4 of these I would be more than happy to pay for 
>them and the shipping. 

> 

>Destitute. 

> 

No problemo, cheer up, Bunky! 


Crosses readily to ECG 506, 1400 piv 2 A fast recovery 
switching/damping diode. Available from your friendly local 
neighborhood non-RatShack parts place (try an old-timey TV service 
store). 

A. B. Bonds 
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From owner-boatanchors@sco.theporch.com Mon May 26 17:05:58 1997 
From: jmiller@teleteam.net (Jay H. Miller) 

Subject: Collins 180L-3 Antenna Coupler 

Message-ID: <v01540b00afafa23baa16@[199.34.24.2]> 


Anyone have any tech manuals on this antenna coupler? 


KARR KR THAAARAARAARAARAAHE kk KK AK KARE 
Jay H. Miller, KK5IM Dallas, Texas 
The Pocket Guide to Collins Amateur Radio Equipment 
AMI#846 Collins Collectors Association 
E-Mail: jmiller@teleteam.net 
Visit My Home Page: http://www.teleteam.com/~jmiller/ 
KAKA  THAAARAARAARAARAABE ak KK AK KARE 
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From owner-boatanchors@sco.theporch.com Mon May 26 17:05:58 1997 
From: Roland S Geter Sr <wb6lna@primenet.com> 

Subject: Collins SC-101 or 312A-1/2 

Message-ID: <199705261541.ITAA22842@usr06.primenet.com> 


Will pay cash and shipping for units in any condition working or not. 


Roland S Getex PhD - WB6LNA/7 ex W2RPQ 
Madell M Geter RN - KD6QCH 
Internet: wb6lna@primenet.com 
roland@primenet.com 
madell@primenet.com 
ax25: wb6lna@kc7y.az.usa.noam 
Toll Free: 800-399-4383 Voice/Fax x765 


| 

| Visit our Web page for brand newly manufactured | 
| Collins Radio Accessories and tell others. | 
| 
| 


http://www. primenet.com/~romad/collins.htm | 


----__ListProc__NextPart BOATANCHORS__digest_1458 


From owner-boatanchors@sco.theporch.com Mon May 26 17:05:58 1997 
From: "Walter Fairclough" <wfairclo@netcom.ca> 


Subject: DX-40 SOLD 
Message-ID: <199705261558.LAA17135@tor-srs1.netcom.ca> 


Thanks to everyone that replied. Sorry I didn't have more. 
Regards 


Walter Fairclough 
Manotick, Ontario 
wfairclo@netcom.ca 
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From owner-boatanchors@sco.theporch.com Mon May 26 17:05:58 1997 
From: Roland S Geter Sr <wb6lna@primenet.com> 

Subject: F/S: Invader 200 

Message-ID: <199705261600. JAA23983Q@usr06.primenet.com> 


Have for sale a JOHNSON VIKING INVADER 200 with internal p/s in very good 
condition. Cosmetics have been altered because the front panel was replaced 
with one from an Invader 2000. No effect on operation though. 


Roland S Geter PhD 
800-399-4383 x765 anytime 24hrs 
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From owner-boatanchors@sco.theporch.com Mon May 26 17:05:58 1997 
From: philip mccoy <dgnova@erols.com> 

Subject: RE FB-7 

Message-ID: <199705262036.QAA02090@smtp2.erols.com> 


National provided the 5897 power supply for the FB-7. 
>From a national catalog: 

filaments: 2.5 volts 

B+ 220 volts at 60ma 

Hope this helps 

Philip McCoy dgnova@erols.com 
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From owner-boatanchors@sco.theporch.com Mon May 26 17:05:58 1997 
From: philip mccoy <dgnova@erols.com> 

Subject: FB-7 power 

Message-ID: <199705261718.NAA20816@smtp2.erols.com> 


Walter asked about the FB-7 power: 


National provided the 5897 power supply for the FB-7 
taken from a national catalog: 

filament 2.5 volts 

B+ 220 volts at 60ma 


Coil data, for winding coils appears in Gernsback shortwave 
manual. e-mail me your snail mail address for a photocopy of 
coil data. 

Philip McCoy dgnova@erols.com 
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From owner-boatanchors@sco.theporch.com Mon May 26 17:05:58 1997 
From: “Lawrence R. Ware" <lrware@pipeline.com> 

Subject: Ghirardi Radio Physics Course (book) 

Message-ID: <3.0.16.19970526123656 .312731a0@pop.pipeline.com> 


Good afternoon Gentlemen, 

Whilst prowling a used book emporium this weekend I came across 
and purchased a 1942 copy Ghirardi's well known work. (972 pages) 
This one is a second edition in fair-good condition. 

Covers are pretty good, pages are very good for a 55 year old book. 
Spine is cracked and small stain in one corner of front cover, but 
otherwise in good condition. This is not a collector quality book, 
but is *xveryx usable for someone who could use a copy for the 
reference value. 

Anyway, it cost me $8 and I already have another one so this one 
is available to a good BA home. 

I figure postage would run another $2-3 to anywhere in the US. 

If I get multiple requests, "Rules of Ware" apply... 

-Larry 


4 Larry's Home for Wayward Test Equipment & Old Radios (tm) 
# Let your equipment retire in sunny central Florida. 

# Intensive Care, Private Bench Space, Frequent Use, 

d## Factory trained HP, Tek & Fluke Surgeon on staff. 

d## Good Home Guaranteed or double your junk back! 

# lrware@pipeline.com - Orlando, FL - 
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From owner-boatanchors@sco.theporch.com Mon May 26 17:05:58 1997 
From: Jack Antonio WA7DIA <dia@intercomm.com> 

Subject: Heath SBA-300-3 

Message-ID: <338A0A35.28C4@intercomm. com> 


I picked up a Heath 6m converter model SBA-300-3. No documentation 
of course, but its not too hard to figure out. I am left with a 
couple of questions though. 


1. Is this the converter meant to be used with the Mohawk receiver? 
The crystal is 22 mc/s(no hertz spoken here!)So the math works out 
to an IF of 28 mc/s. 


2. What value of B+ voltage did Heath provide for this converter? 


Thanks. 

Jack Antonio WA7DIA 
Reno, Nevada 
dia@intercomm.com 


----__ListProc__NextPart____BOATANCHORS__digest_1458- - 
----__ListProc__NextPart__864684291432342145- - 


From owner-boatanchors@sco.theporch.com Mon May 26 17:05:58 1997 
From: "Roberta J. Barmore" <rbarmore@indy.net> 

Subject: Help in repairing a UK key 

Message-ID: <Pine.SUN.3.96.970526123533 .6028D-100000@indy3> 


(Cootie key plans available--see para. at end) 
Hi, Gang! 


Well, the air-conditioning mess at work is slowing down a bit (actually 
got Memorial Day off and spent some of this morning re-reading WW II 
QSTs--awful lot of hams ended up gold stars), so there's more time to 
spend on BA projects. Had it not rained yesterday (as the 500 Race fans 
already know!), I'd'a fired up the rig; maybe tonight, since the rain's 
lighter and there's no thunder. 


Anyway, the subject device is a fine British key, probably wartime: 
"KEY WT. 8 AMP" above "No. [obliterated] MK III" is molded into a little 
lozenge at the back. About has to be a radio key, if "WT" has the usual 
meaning. 


It's a standard UK "bar" type key, and the bar is linen Bakelite (a 
little of the "grain" of the base fabric is visible between the knob and 
front contacts, looking like linen phenolic except the plastic's black not 
brown). There's brass strip fixed in the underside of the bar, with both 
front (NO) and back (NC) contacts. 

Problem is, the third contact is at the tension sping--but there's no 
connection between the spring and the brass strip! A little blob of 
solder on the strip suggests a small braid jumper similar to other keys of 
this type was used to connect the bar to the contact on the base, but I 
can't find a corresponding solder-blob on the terminal block for the 
spring! 

There's a small metal disc that was between the tension spring and the 
adjusting screw when I took the key apart. It seems to make sense there 
but maybe it plays a part in this. (Yes, the key is back together 
again--had to put a polish on the pivot rod, which was well-rusted). 


Any suggestions? It's a nice key--I'd like to make it work again, 
preferably in the manner in which it was designed. 


On another key topic--finished up a "cootie" or sideswiper key Friday, 
loosely modelled on the Bunnell Double Speed key. It works FB, though 
producing readable code with one is at least as difficult as the OT's 
claim, and possibly more so. 

Plan to finish up a set of drawings for it today; if anyone would like 
a copy of 'em, it'll "cost" an SASE. (Overseas, I'll front the 
postage--IRCs cost too much). Used real buttons from the notions counter 
for the "knob," and it is interesting to note that evidence is they still 
make buttons out of genuine Bakelite! 


73, 
- -Bobbi 
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From owner-boatanchors@sco.theporch.com Mon May 26 17:05:58 1997 
From: "Ray L. Mote" <rmote@rain.org> 

Subject: Re: Inca Xfmr Inquiry 

Message-ID: <Pine.SUN.3.96.970526090349 .24271A-100000@coyote.rain.org> 


On your Inca GH-15: 


"Many of the features which make our "TD" series so desirable are not 
necessary for public-address and amateur installations. Some reduction 
in frequency range, in low level operation, and in handling power at 
low frequencies, can be sacrificed if the other desirable features are 
retained and a considerable reduction in price is effected. The "GH" 


series represents such a group of units and bring to the amateur and PA 
technician many of the features heretofore found only in expensive 
"laboratory" types of transformers. 


Wide Frequency Range: Within one db. from 50 to 10,000 cycles. 


'Field-Free' Construction: Efficient magnetic self-shielding in all 
low level types. 


Reversible Mounting: Mounts from either end with 4 bolt holes and 
circular cut-out for sub. chassis mounting. 


Solid-Terminals: Heavy, rigid lugs which cannot turn in their 
mountings. Same as used in 'TD' series. 


Low harmonic Distortion: Low flux densities, extremely close coupling, 
low resistance windings, all permit very low distortion. Outstanding 
for Class B or AB amplifiers." 


GH-15: Low Level Output Transformer. Single or push-pull 10,000 ohm 
general purpose tubes to 50-125-200-250-333-500 ohms. Case is 
3 3/4 x 21/4 x 2 1/2, weight 2 1/4 lbs. 


They don't give power ratings on these beasts! However, under "typical 
amplifier circuits", they show a 6J7 driving a single 6C5 using the 
GH-15 transformer. Good luck! 


TSiaieeries Ray Mote, K5FKT <rmote@rain.org> Oxnard, CA 
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From owner-boatanchors@sco.theporch.com Mon May 26 17:05:58 1997 
From: Ed Sieb <esieb@gmsiworld.com> 

Subject: RE: need D-104 cartridge 

Message-ID: <Q1BC69AB.90D16F60@dstephen. gsmiworld.com> 


>I have a D-104 that needs a new cartridge. Any suggestions as to a good 
>replacement? I imagine it would be hopeless to find an Astatic one... 


Carl, 
Hope has arrived! 
Astatic D-104 Cartridges are still available from the better stocked = 


radio dealers. One dealer that comes to mind is Copper Electronics. I'll = 
get the address/phone# and post it when I dig it up. The cartridge will = 


cost about $20. or so. 
CTI Audio, the parent company for Astatic also has them in stock. I'll = 
dig up that address at the same time and post ‘em both. 


73, de Ed VA3ES/VE2BAQ (that's Boat Anchor Quality) 
AMI 4# 529 QCWA # 28666 
esieb@gmsiworld.com 


613-738-8924 (H) 
613-599-5161 (W)=09 
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From owner-boatanchors@sco.theporch.com Mon May 26 17:05:58 1997 
From: W9zr@aol.com 

Subject: Need Hickok 800 manual 

Message-ID: <970526081936_-431059633@emout18.mail.aol.com> 


I am in need of a Hickok 800 manual. Anyone have an original or copy I can 
purchase? 


73 Randy 
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From owner-boatanchors@sco.theporch.com Mon May 26 17:05:58 1997 
From: w8xq@juno.com (JEFF D WILDER) 

Subject: Please resend messages to Jeff (W8X) 

Message-ID: <19970526.124528.8271.3.W8XQ@juno.com> 


Hi 


I was going through my messages fast and as I was deleteing them I 
watched myself 

Delete a message address to me in the subject column. I tried to go back 
and undelete but was unsuccessful. The person replying back to me please 
resend 

your messages. All my messages are important. Thankyou.. 


73 
Jeff WwsxQ 


w8xq@juno.com 
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From owner-boatanchors@sco.theporch.com Mon May 26 17:05:58 1997 
From: bdhall@ghg.net (Benjamin D. Hall) 

Subject: R-390A (R-725) alignment/hum questions 

Message-ID: <3.0.32.19970526152344 .Q006£9e28@mailman. ghgcorp.com> 


Hiya all: 


Couple of RF alignment questions on the RF deck from my R-725, which is an 
R-390A deck. 


How important is it that you obtain/maintain zero-beat by "rocking" the 
freq knob on the sig gen? My Eico 324 (yes, I know, it is no URM-25D, I 
plan to buy one of those eventually) just isn't stable enough to maintain 
that zero beat condition. 


Anyways, I was able to peak all the slugs and caps w/o much problem, 
although I gotta admit some peaks were very, very flat! (in that case I 
just tuned for clearest tone) Seems to have worked well. 


Now to find out where that 60 Hz hum is getting into the audio. Looks to 
be between the detector and the audio deck, as there is no 60 Hz in the 
audio available at the DIODE LOAD terminals, and swapping the audio deck 
with a known good one didn't help. Anyone got any suggestions? Any bypass 
caps particularity prone to failure in 390A's? 


Thanks and 73, 

Ben 

Benjamin D. Hall, junque collector extraordinaire, Located in Houston, Texas. 
e-mail: BDHall@ghg.net web: http://www.ghgcorp.com/bdhall 
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From owner-boatanchors@sco.theporch.com Mon May 26 17:05:58 1997 
From: Ronnie Hull <w5sum@ms1.nwla.com> 

Subject: R388 S/N 

Message-ID: <1.5.4.16.19970526155708 .213766d6@ms1.nwla.com> 

Just noticed that my R388 is serial number 11 


sheesh.... probably still a beta-test when it 
left the plant!!! 


Ronnie 
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From owner-boatanchors@sco.theporch.com Mon May 26 17:05:58 1997 
From: w8xq@juno.com (JEFF D WILDER) 

Subject: R390A Tech Question! ! 

Message-ID: <19970526.124528.8271.5.W8XQ@juno. com> 


Hi 

I had recently picked up a 390A recvr. I began to go through Alignment 
procedures 

and found a Coil slug (Core) in one of the tuning cans had stuck in its 
bore. I've 

tried to reopoxy the adjustment stem but it seems to be stuck in there 
good. Is 

there any tricks I could do to losen that slug out of its bore without 
having to take 

half the recvr a part. Please reply if someone can help..Thankyou 


73 
Jeff w8xq 
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From owner-boatanchors@sco.theporch.com Mon May 26 17:05:58 1997 
From: Al Klase <skywaves@bw.webex.net> 

Subject: Re: R390A Tech Question! ! 

Message-ID: <338A01FA.58A@webex.net> 


JEFF D WILDER wrote: 


> 
> Hi 

> I had recently picked up a 390A recvr. I began to go through Alignment 
> procedures 

> and found a Coil slug (Core) in one of the tuning cans had stuck in its 
> bore. I've 

> tried to reopoxy the adjustment stem but it seems to be stuck in there 
> good. Is 

> there any tricks I could do to losen that slug out of its bore without 
> having to take 

> half the recvr a part. Please reply if someone can help. .Thankyou 

> 
J 


eff and the Group, 


I'm assuming that we, collectively, don't come up with a good way to 
remove the slug. The good news is that the coils are plug-ins and can 


be changed without even removing the RF deck. And, the last time I 
needed one, Fair Radio had it for ten bucks. The bad news is that the 
screw that holds the coil in place is under the slug. I think I'd try 
to procure a replacement coil and slug, hog out the old coil form, and 
replace the coil assembly. This way the whole operation will take about 
15 minutes. 


Al Klase - N3FRQ 
skywaves@bw.webex.net 
Flemington, NJ 
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From owner-boatanchors@sco.theporch.com Mon May 26 17:05:58 1997 
From: don merz <71333.144@CompuServe.COM> 

Subject: SRR-12, FRR-21, RBL-3, TR-75TV FS 

Message-ID: <970526142418 _71333.144_DHB39-2@CompuServe. COM> 


Vintage Radio Gear For Sale 


CONTACT: Don Merz, N3RHT: 47 Hazel Drive, Pittsburgh, PA 15228. 
412-234-8819 (weekdays, EST or leave a message anytime). 
71333 .144@compuserve.com 
Offers and trades welcome! 


Military AN/SRR-12 Navy receiver made by RCA. Early 1950's 
vintage. Covers 250kc - 8mc in AM, CW, MCW and FSK modes. 
Uses a unique dial projection system that projects the 
frequency onto a ground glass on the front of the radio. 
19" rackmount radio. Some scratches but front panel is 
excellent. Lights up but dead as a doornail. This is the 
rarest of the set SRR-11, -12 and -13). $135 with manual 
copy. 

Military AN/FRR-21 Navy receiver made by RCA. Early 1950's 
vintage. Covers 14kc - 600kcc in AM, CW, MCW and FSK modes. 
This is the VLF mate to the radio above. It uses a unique 
dial projection system that projects the frequency onto a 
ground glass on the front of the radio. 19" rackmount radio. 
Some scratches on cabinet but front panel is near-mint. 
This radio appears to be brand new inside and includes the 
original tools mounted internally. Working only on 2 bands. 
$135 with manual copy. 

Buy both of the above and I will include a parts radio and a 
bunch of brand-new spare tubes. 

Military WWII-vintage RBL-3 Navy VLF radio made by Wells- 


Gardner from a National design. This looks like a National 
NC-100A that covers VLF. It's a regen design. With the very 
rare shockmount and manual copy. This radio appears to be 
brand new. The paint is near-mint. The dial is perfect. 
Works very badly with all sorts of carcking in the audio 
probably indicating shot coupling caps. A beautiful set. 
$120. 

Eldico TR-75TV transmitter. 1950-vintage 75 watt CW transmitter 
covering 80-10 meters. Crystal-controlled using 40 and 80 meter 
crystals. One switchable meter covers all stages. Circuit is a 
6AG7 driving a 1625 final. Built in 100vac supply. Weighs 
about 50 pounds and looks like an old public address amplifier 
in a squat gray hammertone cabinet. Very nice looking condition. 
Untested. As-is. $85 
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From owner-boatanchors@sco.theporch.com Mon May 26 17:05:58 1997 
From: "P. J. Rovero" <provero@connix.com> 

Subject: Re: SRR-12, FRR-21, RBL-3, TR-75TV FS 

Message-ID: <Pine.BSI.3.95.970526121317 .8527A-100000@comet .connix.com> 


For those of you who might want a little more info on the 
SRR-12 and FRR-21, check out my web page at: 


http://www. connix.com/~provero/srr13/srri3.htm 


There are photographs plus diagrams of the interior 
modular construction. 


While the page is labelled for SRR, the related FRR & MRR 
receivers are almost identical. 


FRR-21 == MRR-1 == SRR-11 16-600 KHz 
FRR-22 == MRR-2 == SRR-12 250 KHz to 8 MHz 
FRR-23 == MRR-3 == SRR-13 2-32 MHz 


P. J. "Josh" Rovero email: provero@connix.com 
Oceanographer work: rovero@sonalysts.com 
Meteorologist radio: KK1D 

Curmudgeon at Large web: http: //www.connix.com/~provero/ 
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From owner-boatanchors@sco.theporch.com Mon May 26 17:05:58 1997 
From: chas@nmaa.org (Charles Kadesch) 

Subject: TCS info needed 

Message-ID: <338A0450.1A08@nmaa.org> 


If anyone knows where I can obtain a copy of a schematic and 
alignment info for the TCS receiver (COL-46159) pls let me know. 
-73- 

chas@nmaa.org 
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From owner-boatanchors@sco.theporch.com Mon May 26 17:05:58 1997 
From: Richard Pekelney <pekelney@rspeng.com> 

Subject: TDE Transmitter 

Message-ID: <v03102800afaf5439a38b@[207.33.180.48]> 


A friend is looking for a TDE Transmitter and manuals for a TDE 
transmitter. If anybody has any ideas where he could get one, please send 
me a note and I will forward it on. 


rich 


Richard Pekelney 

Internet: pekelney@rspeng.com 
Phone: 1-415-563-5928 

Fax: 1-415-563-5787 
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From owner-boatanchors@sco.theporch.com Mon May 26 17:05:58 1997 
From: "Ray Allen,W2KBR" <raallen@erols.com> 

Subject: TR4C info 

Message-ID: <3389CA5C.E2F@erols.com> 


Group: Acquired a Drake TR-4C. My first foray into Drake land. Know 
absolutely nothing about Drake. Have a manual and note the following: 
Noise blanker socket is plugged as per schematic. Is this an outboard 
unit, or a plug-in unit? Appears upper 2 xtals are gone. All in all 
its a clean rig, all tubes etc. Any "make sure you don't do..." on this 
baby. As for the Pwr supply, I believe it is a AC-3, "wired" for use 
with this radio, as the wiring is a shade different. So, I be looking 
for an AC-4 pwr supply (must be the purist in me), to buy and/or swap 
for worked over AC-3. Also came with Speaker enclosure MS-4.. 


Anybody care to offer advice before I venture into the "innards" of this 
guy? Many Thanks 
73 Ray Allen, W2KBR/3 
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From owner-boatanchors@sco.theporch.com Mon May 26 17:05:58 1997 

From: Paul Bernhardt <bern@ppdu.nrl.navy.mil> 

Subject: Re: What is BC344? 

Message-ID: <Pine.A32.3.91.970526055831 .29172C -100000@ppdu.nrl.navy.mil> 


Walter, 
The BC-344 is a member of a series of four receivers consisting of the 
following: 
BC-312-() 1.5 to 18 MHz 12 to 14 Volts Power 
BC-314-() 0.15 to 1.5 MHz 12 to 14 Volts Power 
BC -342-() 1.5 to 18 Mhz 110 to 120 VAC Power 
BC-344-() 0.15 to 1.5 MHz 110 to 120 VAC Power 


The BC-312 and 314 use the DM-21 Dynamoter 
The BC-342 and 344 use the RA-20 Rectifier Power Supply 


These receivers are ruggedly built and were designed for use in army 
vehicles during WWII. The receivers are described in TM-11-850. 


I recently bought a BC-344 for about $70 plus postage. The radio works 
well after some alignment. 


Sincerely, Paul Bernhardt, KF4FOR 
On Sun, 25 May 1997, Walter L. Marshall wrote: 


> Dear Girls and Guys, 

> Is one of these worth having? Are they nice? Dependable? I 
> think it's a hf reciever. Is it? Dynamotor? 

> Thank you, 

> Walter 

> 
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From owner-boatanchors@sco.theporch.com Mon May 26 17:05:58 1997 
From: "Cliff Blakey" <cblakey@cyberlink.bc.ca> 

Subject: WTB diagram 

Message-ID: <199705261751.LAA03745@dns.cyberlink.bc.ca> 


Hello, fellow BAers; 


Does anyone have a manual or photocopy for a Tektronics 524D scope? 
I am looking for a friend. He would be happy with just a photocopy. 


Sincerely, 
Cliff 


Western Wireless Company: 

112C Van Horne St.,"5th Ave. Plaza" 

(Box 398 Cranbrook, B.C. V1iC 4H9 Canada) 
Tel/Fax 250-489-5874 

Cliff Blakey 

VE7WWC 

cblakey@cyberlink.bc.ca 

Please visit our "Antique Radio Store" 
at: 

http: //www.cyberlink.bc.ca/~cblakey/ 
Preserving Yesterday's Wireless Heritage. 
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From owner-boatanchors@sco.theporch.com Mon May 26 17:05:58 1997 
From: Gary Franklin <franklin@net-link.net> 

Subject: WTB: Clegg Labs Equipment / Literature 

Message-ID: <3389D407.6DE7@net-link.net> 


I am a Clegg Labs collector and I am looking for the following: 


Clegg literature 

Clegg Interceptor manual 

Clegg Thor 6 voltage/reistance/ alignment charts & info 
Model 62T10 Transmitter 

Model 250-6C Amplifier 

Model 209 Crystiplexer Transmitter 

Interceptor AllBander HF Tunexr/Speaker 

Clegg 66ier Transceiver 

Appollo 6-meter Linear 

Venus 6 meter transceiver 


Gary K8BKB 
franklin@net-link.net 
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From owner-boatanchors@sco.theporch.com Mon May 26 17:05:58 1997 
From: "Joseph W. Pinner" <kc5ijd@net-connect.net> 

Subject: Re: WTB: Clegg Labs equipment/ literature 

Message-ID: <199705261759.MAAQ2802@dns1.net-connect.net> 


>Gary - tell us a little about the Venus. What modes does it do and 
>how much power? Is it a crystal rig or does it include a VFO? 


The Clegg Venus is a single tube 6883 (12V 6146) AM/SSB/CW set covering 
50-50.45 Mc. It is VFO driven. I love mine. Use it now far more often 
than the SB-110A. It includes a noise limiter for AM reception. 


73 


Joseph W Pinner 

Lafayette, LA 

KC5IIJD 

EMail: kc5ijd@net-connect.net 
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From owner-boatanchors@sco.theporch.com Mon May 26 17:05:58 1997 
From: Roland S Geter Sr <wb6lna@primenet.com> 

Subject: WTB: Collins KW-1 

Message-ID: <199705261556. IAA23768@usr06.primenet.com> 


Will pay cash and arrange Pick-up from anywhere for a unit in any condition. 


Roland S Geter PhD 
800-399-GETER x765 anytime 24hrs 
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From owner-boatanchors@sco.theporch.com Mon May 26 17:05:58 1997 
From: Roland S Geter Sr <wb6lna@primenet.com> 

Subject: WTB: Invader 2000 P/S 

Message-ID: <199705261552.IAA23570@usr06. primenet.com> 


Will pay cash and shipping for a JOHNSON VIKING INVADER 2000 power supply in 
any condition. 


Roland S Geter Sr - WB6LNA 
800-399-GETER x765 
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From owner-boatanchors@sco.theporch.com Mon May 26 17:05:58 1997 


From: Roland S Geter Sr <wb6lna@primenet.com> 
Subject: WTB: Trailer Tower 
Message-ID: <199705261602.JAA24119@usr06. primenet.com> 


Will pay cash and shipping for another trailer tower in any condition. 
Thanks to the Boatanchor Net I found one 70 footer. Need one more. 


Roland S Geter PhD - WB6LNA/7 ex W2RPQ 
Madell M Geter RN - KD6QCH 
Internet: wb6lna@primenet.com 
roland@primenet.com 
madell@primenet.com 
ax25: wb6lna@kc7y.az.usa.noam 
Toll Free: 800-399-4383 Voice/Fax x765 


| 

| Visit our Web page for brand newly manufactured | 
| Collins Radio Accessories and tell others. | 
| 
| 


http://www. primenet.com/~romad/collins.htm | 
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From owner-boatanchors@sco.theporch.com Mon May 26 17:05:58 1997 
From: John <johnmb@mindspring.com> 

Subject: [WUN] B-17 radios- (forwarded) 

Message-ID: <199705261137 .HAAQ6318@brickbat8.mindspring.com> 


Forwarded from the WUN list... 


>Return-Path: <owner-wun@phoenix. grove.net> 

>From: KD6DKC@aol.com 

>Date: Mon, 26 May 1997 02:15:32 -0400 (EDT) 

>To: WUN@grove.net 

>Subject: [WUN] B-17 radios, old & new 

>Sender: owner-wun@phoenix. grove.net 

>Reply-To: KD6DKC@aol.com 

> 

>Dear MIL aviation WUNers, 

> An original B-17G Flying Fortress flew into Castle Airport (ex-AFB) for 
>the Memorial Day weekend. An onboard tour revealed the original radio 
>transmitters and receivers were still on board in the radioman's position 
>amidships, plus a modern Air Band rig in the cockpit. 


> There were five similar original rack-mounted transmitters (possibly 
>transmitters and matching receivers). The model numbers were not visible but 
>they looked like the shoebox-shaped ARC-5 of the 1940s. Each one was 
>dedicated to one band: 3.5 mHz, 3.6, 190-550 and 6.3-7 (two). They were 
>variously made by Western Electric and Continental Electric. There also was a 
>large BC-375-E (GE) transmitter. 

> The receiver was a large BC-348-H (3.5-6 mHz) from Belmont Radio Corp., 
>made in 1941. 

> There also was a BC-306-A (GE) antenna tuner, plus six transmitter tuners 
>(TU-10-B, TU-6-B, TU-9-B, TU-7-B, TU-8-B and TU-5-B. 

> The modern radio, neatly masked by an antique faceplate, displayed the 
>frequency readouts for 111.9, 122.67 and 123.0. 

> I hope this isn't too far off-topic for the list. The B-17 - accompanied 
>by a B-24] - is due to fly to Livermore Monday for similar activity, and one 
>may presume California radio monitors with Air Band access can snag this pair 
>in the air. Good luck and good listening. Rick Albright, Merced, CA (ex-USN 
>air controller). 

> 

Soe 

>This is the WUN mailing list. WUN is the Worldwide UTE News 

>Club, a non-profit hobby club formed Jan.1995 to promote the sharing 

>of info about the shortwave utility hobby. WUN is not associated with 

>any company or group and does not require dues. For further info see 

>the club webpage at http://www.leonardo.net/berri/wun 

> 


----__ListProc__NextPart 


BOATANCHORS__digest_1458 


